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135° NOTES TO OPERATION WITH PERSONNEL ON PLATFORM
SIDE ALLWAYS HAVE TRACTOR STRAIGHT IN LINE WITH REAR FRAME. D
MACHINE MUST BE LEVEL WITH OUTRIGGERS, TIRES OFF GROUND.
N 50° MAIN OUTRIGGERS ARE TO BE PROPERLY SET ON FIRM GROUND. =N =
Do[ b T AUXILLIARY OUTRIGGERS ARE TO BE SET TO SUPPORT ENGINE FRAME INDUSTRIES INC.
NOT g WHILE MACHINE IS SUPPORTED AND WORKING ON MAIN OUTRIGGERS.
USE 0 /4 S } | Rear PERSONNEL ENTER AND EXIT PLATFORM ONLY AT GROUND LEVEL. gi\/Tﬁcl)TAaLSJSTgLETSAFJ%C‘
50° REFER TO MANUAL FOR FULL INSTRUCTIONS ON OPERATION. : ’
TOTAL MACHINE DESCRIPTION IN ACCORDANCE WITH DRG. A156490
ROTATION MAXIMUM CAPACITY OF PLATFORM = 1200 Ibs.= 2 PERSONS + 600 Ib.
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CAPACITY CHART
AR 3060 with BOOM ATTACHMENT

SERIAL NUMBER: 1523-A162528-1 WITH

61—

1523-A162528-3 BOOM HEAD ATTACHMENT

W Capacities below solid line are based on

stability at 85% of tipping and 10° side loading.

m Attempts may be made to Telescope Boom

under all load conditions but due to lubrication
and other factors, its operation may be limited.

m Refer to machine operation manual for
complete information.

ON OUTRIGGERS, FULLY EXTENDED - TO 135 DEGREES EITHER SIDE OF REAR CENTRE

BOOM LENGTH IN FEET

aT 21 26 31 36 41 46 51 56 61
30000 | 29000
(62.7) | (68.6)
12 28000 | 26000 | 24600
(55.6) | (63.5) | (68.2)
15 24550 | 22550 | 21150 | 20150 | 19350
42.8) | (55.1) | (61.8) | (66.2) | (69.4)
20 16400 | 16600 | 16300 | 15500 | 14850 | 14350 | 13950
(37.3) | (49.6) | (56.6) | (61.3) |(64.82) | (67.5) | (69.7)
o5 10650 | 10800 | 10850 | 10900 | 10900 | 10950 | 10950
(33.4) | (45.4) | (52.5) | (57.4) | (61.1) | (64.0) | (66.3)
30 7350 | 7500 | 7550 | 7550 | 7600 | 7600
(30.4) | @2.1) | @9.1) | (54.1) | (57.9) | (60.9)
35 5250 | 5350 | 5400 | 5400 | 5450
(28.1) | (39.4) | (46.3) | (51.3) | (55.2)
40 3750 | 3850 | 3900 | 3900
26.1) | (37.1) | (43.9) | 48.9)
45 2650 | 2750 | 2750
24.5) | (35.2) | (41.9)
0 1850 | 1900
(23.2) | (33.5)
55 1150
(22.1)

NUMBERS IN PARENTHESES () ARE BASE BOOM ANGLES WITHOUT ALLOWANCE FOR BOOM DEFLECTION
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